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Max One MFTS, is the new maxi screen from Adeo Screen renewed and perfected, it comes with open casing
underneath, also available with optional “casing closure”, to close off the housing completely.

Designed for practical installation, thanks to quick and easy assembly system.

The screen is also equipped with a safety roller fall system to avoid in any case the fall of the rolling tube.

Max One MFTS is the ideal solution for excellent large projection, even in the largest places, maximum size
available 5.64 m viewing area.

See page py)
for Technical data

MFTS™ Patented quality tensioning system

Tensioning system consisting of a double lower bar and tensioning cables. Lower bar

consist of two weights, one of which is responsible for the vertical force of the material :
and the other associated with the tensioning cable system is responsible for the flatness b
of the material horizontally.

Create your own screen with the PSS Projection Surfaces (see page 6) Standard Accessories Optional Accessories

> Personalized dimensions: width and > Vision White > Kit with wall or ceiling mount brackets > Interface to drive the screen in radio
height > Vision Acoustik > Unipolar switch frequency with infrared remote control

> Motor type: standard motor > Vision Macro Acoustik (not included), 12V trigger, unipolar

> Case color: standard in White Grinz. switch, dry contact or RS232
Optional in Black Grinz. Custom color > Receiver and infrared remote control
for an extra cost > (asing closure option

> Standard Drop: from 10 to 20 cm > Extension brackets for screens up to

> Projection surface fall: back 60 cm

(standard), front or reverse-roll (optional)
> Side of command/motor: right
(standard) or left (optional)

PSS Formats

4:3 16:10 16:9 21:9




Max One MFTS  wax Floating Tensio System with 50 mm borders / without borders
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3893 4740
4269 5240
4645 5740
3304 4740
3617 5240
3929 5740
3011 4740
3292 5240
3573 5740
2378 4740
2591 5240
2804 5740
2362 4740
2573 5240
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2764 5740
2337 4740
2546 5240
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Surface
Fireproof

Surface Height
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Packaging
Dimensions
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Technical Data
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Technical data updated based on the Adeo Screen Price List Version January 2024



